
DESCRIPTION
The CUSTOM GAME is the ideal headset for all gaming and multi-
media applications as well as Voice over iP applications. The
 detachable gooseneck microphone can be ideally positioned and
provides maximum intelligibility of speech when playing and
 phoning. With the “CUSTOM Sound Slider” bass reflex vents at the
housing shells the sound can be selected in four stages from an
analytical sound to a rich, full bass. The remote control integrated
in the cable with features such as microphone mute, volume  control
as well as temporary mute button is always within reach. No  matter
whether PC or console, the supplied Y-extension cable ensures the
freedom of choice to connect a device.

FEATURES
• Closed stereo headset with cable remote control and customis-
able design, made in Germany

• Sound sliders with 4 sound profiles for different gaming envi-
ronments

• High-quality microphone capsule and cable remote control for
PC and console

• Soft ear pads ensure a pleasant fit and comfort of wearing for
many hours

• Supplied with detachable cable with remote control, 1/4" jack
adapter and 0.8 m [2.6 ft] Y-extension cable, design covers
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TECHNICAL SPECIFICATIONS
Headphone
Transducer type . . . . . . . . . . . . . . . . Dynamic
Operating principle . . . . . . . . . . . . . Closed
Frequency response . . . . . . . . . . . . . 5 - 35,000 Hz
Nominal impedance . . . . . . . . . . . . . 16 Ω per system
Nominal SPL. . . . . . . . . . . . . . . . . . . 96 dB
T.H.D.. . . . . . . . . . . . . . . . . . . . . . . . < 0.2%
Power handling capacity . . . . . . . . . 100 mW
Sound coupling to the ear . . . . . . . . Circumaural
Ambient noise attenuation. . . . . . . . approx. 18 dBA
Headband pressure . . . . . . . . . . . . . approx. 5.6 N

2 separate mini jack plugs 
(3.5 mm) (Line & Mic)

Microphone
Transducer type . . . . . . . . . . . . . . . . Condenser (back electret)
Polar pattern . . . . . . . . . . . . . . . . . . Cardioid
Frequency response . . . . . . . . . . . . . 30 - 18,000 Hz
Length mic boom. . . . . . . . . . . . . . . approx. 150 mm

General
Weight without cable. . . . . . . . . . . . 282 g [9.9 oz]
Length and type of cable . . . . . . . . . 1.6 m [5.2 ft] cable with 

remote control
0.8 m [2.6 ft] Y-extension

Connection . . . . . . . . . . . . . . . . . . . Gold-plated mini stereo 
jack plug (3.5 mm) & 
1/4" adapter (6.35 mm), 
extension cable with 
2 separate mini jack plugs
(3.5 mm) (Line & Mic)

Accessories . . . . . . . . . . . . . . . . . . . Detachable cable with
remote control,
extension cable for PC

ACCESSORIES AND SPARES
Various accessories and spares can be found at: 
www.beyerdynamic.com/custom
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“Custom Sound”

Pos. 4 “Heavy Bass”

Pos. 3 “Vibrant Bass”

Pos. 2 “Linear”

Pos. 1 “Light Bass”

VARIABLE BASS REFLEX SYSTEM


